
Fan Relay Harness part #GC-91000011
Parts Included:
Fan wiring harness with relay and fuse holder
Harness pigtail for fan connection

Overview:
We have designed the General Cab fan relay harness to enable the easiest installation of our performance 
fans. It is compatible with all vehicles and can be installed on positive or negative ground vehicles with no 
modifications.

Installing the Fan:
When installing the electric fan it is important to cover as much surface area as possible. Mount the fan as 
high on the core as possible. We have brackets available to help in the mounting process. There should be a lip 
around the top edge to allow the mounting of brackets to affix the fan to the radiator.

Wiring:
Mount the relay to a secure place in the engine compartment away from heat sources. Once mounted  
connect the wires following the diagram(s) and the notes below.

Red:(12 awg.) Connect to the red wire of the fan pigtail harness with yellow solderless crimp.
Gray: (18 awg.) Negative (-12 volts) to activate the fan.  This can be through a switch or through a  
thermostat.     
Yellow: (12 awg.) Connect to positive battery terminal.
Orange: (18 awg.) Connect to ignition switch (+12 volts) when engine is in run position. 
Black: (12 awg.) Connect to ring terminal and connect to chassis ground.
Fuse Holder: Connect between battery and yellow wire.  Should be placed within 12” of battery.

Single Fan Wiring Diagram:
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Multiple Fan Wiring Diagram:

If you run into any issues or have any questions please give us a call, one of our staff would be happy to help you with  
troubleshooting any problems or answer any other questions you may have.  Normal business hours are Monday-Friday 8 a.m. – 5 p.m. 
or please email us at info@gccooling.com.  
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Policies & Warranty
Freight Policy: F.O.B. Des Moines, Iowa, U.S.A. All orders will be shipped from our warehouse in Des Moines, unless other  
arrangements are made.

Shipping Policy: All orders received before 12 p.m. (CST) will be shipped within two business days. We will try to accommodate special or 
rush orders.

Drop Ship Fee: All drop ship orders will incur a $15 fee. The fee applies to all drop ship orders regardless of the quantity or order value.

Payment Terms: C.O.D., Cash, Company Check, MasterCard, Visa, Discover or American Express unless credit references are  
submitted and approved by Creative Werks.

Refused Shipments: A 25% restocking fee and freight charge will be assessed on all refused shipments. No further shipments will be 
allowed until all charges are settled. No product will be shipped to any company whose account is past due or over their credit limit.

Return Policy: No returns can be made without prior return authorization. Returns will be subject to a 25% restocking fee and must be 
returned prepaid within 30 days of original invoice. Please call 515-264-8222 for a return authorization number.

Defective Merchandise: Any merchandise defective under Creative Werks Inc./General Cab warranty may be returned, prepaid, with re-
turn authorization and an evaluation will be made. Credit or replacement will be issued where applicable. Please consider 
contacting our technical assistance hotline to minimize unnecessary returns. Please refer to the Creative Werks Inc. Warranty 
Statement for specific warranty questions. Warranty is limited to defective components within kits. Please examine the product 
carefully before returning.

Creative Werks Inc. reserves the right to add a 1.5% service charge per month on all past due accounts.


